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STRATUM CORX RMV1-10 1X2 SEGMENTABLE R-MACPHY OPTICAL NODE

• Node for Distributed Access Architecture networks

• Downstream frequency range up to 1218 MHz 

• Upstream frequency range up to 204 MHz 

• Exchangeable PSU on demand (230 V AC / -48 V DC)

GENERAL DESCRIPTION______________________________________________________________

The  STRATUM  CorX  RMV1-10  optical  node  is  an  ideal  choice  when  involving  DAA  technology  is  needed  in  shelf 

environment. Based on the type of the chosen RMD, Vecima SC-1D, the device is able to handle one forward path and  

one or two reverse path segments. The device provides direct access to the RMD's RF ports via a diplexer, but without 

active stages. This provides the flexibility of combining the device with the COMTECH LinX products for building e.g. an  

FTTB/RFoG last mile network, and allows the lowest complexity in case of need for low output levels by any reasons.

TECHNICAL SPECIFICATIONS___________________________________________________________

R-MACPHY parameters (1)

DS DOCSIS 3.0 (SC-QAM) channel number 158

DS DOCSIS 3.1 (192 MHz OFDM) channel number 6

US DOCSIS 3.0 (SC-QAM) channel number 12

US DOCSIS 3.1 (96 MHz OFDMA) channel number 2

OOB NDF/NDR

CCAP port 10 GE SFP+ transceiver

Forward path RF parameters (1)

Frequency range [MHz] 85...1218

Equalizer breakpoint frequency [MHz] 1218

Maximum output RF level @ 1218 MHz [dBμV]      96 (2)

Reverse path RF parameters

Frequency range (1) [MHz] 5...204

Diplex filter [MHz] 65/85, 85/105, 204/258

RF input level (1) [dBµV]    60...80 (3)

Specifications are subject to change without notice!
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General parameters

RF connector F-type

Power supply voltage 230 VAC or -48 VDC

Power consumption[W]     79(5)

Temperature range [°C] -20…+60 

Dimensions [mm] 483x450x87

Weight [kg] 6.8

(1) For more details check the Vecima SC-1D datasheet

(2) Level of an SC-QAM channel of 8 MHz

(3) The level of a single SC-QAM channel of 6 MHz

(5) The values contain the power consumption of one SFP module.

BLOCK DIAGRAM___________________________________________________________________

Specifications are subject to change without notice!
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ORDERING INFORMATION_____________________________________________________________

C X - R M X X - 1 X - X X - X - X X X

Option Required modules Ordering codes

AC 230V PSU unit (only R2D housing) 1pc CX-RMV1R2-PS-A CX-RMV1R2-PS-A

DC -48V PSU unit (only R2D housing) 1pc CX-RMV1R2-PS-D CX-RMV1R2-PS-D

Cooling fan for the main unit 1pc CX-R2-FAN1 CX-R2-FAN1

Cooling fan for the PSU unit (only R2D housing) 1pc CX-R2-FAN2 CX-R2-FAN2

Specifications are subject to change without notice!
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Type of the power supply

L 230 V AC power supply

D -48 V DC power supply

blank Without power supply (only R2D types!)

Number of output stages

0 No active output stages

Type of the diplex filter

65 Pluggable 65/85MHz diplex filter

85 Pluggable 85/105MHz diplex filter

204 Pluggable 204/258MHz diplex filter

Type of RMD

V1 Vecima SC-1D

Housing style

R2 Rack mounted, 2U high

R2D Rack m., 2U with drawer type PSU


